
Environmental & Reliability
OpERating tEmpERatuRE 0°C ~ +45°C ambient

StORagE tEmpERatuRE -20°C ~ +80°C

OpERating humidity 10% ~ 90% non-Condensing

RElativE humidity 5% ~ 95% non-Condensing

mtbf
>25k hours at 80% load and 
25°C ambient temperature

Electrical Specifications
input RangE 100 - 240 vaC (full Range), 50/60 hz

input CuRREnt (RmS) 1.5a@90vaC; 0.75a@264vaC max

vOltagE RangE dC 8 - 30v output

vOltagE REgulatiOn ±5% @ constant voltage mode

CuRREnt RangE 0.1 - 5.0a

max Output pOWER 65W max

pROtECtiOn Over Current, Over voltage, Short 
Circuit protection

EffiCiEnCy meets CEC vi

features
• High reliability
• Built–in OVP, OCP, and SCP
• 100% smart burn–in test for 4 hours

dimensions
120 x 52.5 x 32.3 mm 

Weight
260g 

HDP60-XXXYYYT

65 Watt Switch mode 
desktop power Supply

Safety, Efficiency, & EMC Standards
Cb, ul, Etl, fCC, gS, CE, lvd, Saa, RCm, C-tick, CCC, pSE, bimi, 
EaC, argentina S-mark, RohS, REaCh, pahS
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